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Group Lockout Boxes

Portable Metal Group 
Lockout Boxes
• Made of heavy duty steel, powder-

coated for extra rust resistance

• 12 lock holes on lid, plus one lockable 
clasp on front

• Standard: 6”H x 9”W x 3-1/2”D 
Compartment holds up to 40 padlocks

• Extra large: 6”H x 7-3/8”W x 9-1/2”D 
Compartment holds up to 75 padlocks

SAFETY REDBOX™  
Group Lockout Box
• Use as a portable or a mounted 

lockbox

• Quick release internal slide button 
allows lockbox to be carried to the 
point of need

• Can accommodate up to 12 padlocks

• Size: 6”H x 9”W x 3-1/2”D 

Combined Lock Storage /  
Group Lockout Box
• Made of heavy duty steel, powder 

coated for extra rust resistance

• Handy box features a lockable storage 
compartment and a group lockout 
compartment

• Lockout compartment has clear window 
with keyhole slot

• Standard Box:12-1/2”L x 7-1/2”W x 6”D 
Compartment: 8-1/2”L x 6”W x 6”D 
Compartment holds approx. 50 locks. 
17 lock holes in group lock box lid

• Large box: 15”L x 101/2”W x 9”D  
Compartment: 10-1/2”L x 9”W x 9”D 
Compartment holds approx. 125 locks 
34 lock holes in group lock box lid

Lockout Boxes - A great idea for group lockout
For group lockout situations involving a large number of workers and equipment, lock boxes 
can offer a number of advantages over hasps.

How group lockout boxes work:

• Supervisor uses a single job lock on each energy control point to lock out equipment

• Keys for job locks are put in a lockout box

• Each worker applies his own lock to the lock box.  As long as any one worker’s lock remains 
on the lockout box, the keys to the job locks cannot be accessed, and the energy isolating 
devices cannot be operated. Each employee retains exclusive control, as required by OSHA.

How group lockout boxes can save you money and increase efficiency:

• Example:  Assume 5 workers need to lock out 10 energy control points

• Using hasps, 50 locks are required (all 5 workers must apply individual locks to each control 
point)

• Using a lockout box, only 15 locks are required (10 job locks applied to control points and 5 
employee locks applied to lockout box). That’s 70% fewer locks!

• Less weight hanging from the energy point - 1 lock instead of 5!

• Finally, checking the locks on the lock box allows you to track who is still working. With hasps, 
you need to walk around to each energy control point to see whose lock is still in place.     

NEW!

Catalog # Description Size
105716 Standard 12-1/2”L x 7-1/2”W x 6”D
105717 Large 15”L x 10-1/2”W x 9”D 

* Padlocks Sold Separately.

Catalog # Description Size Color
45190 Standard-English 6” x 9” x 3-1/2” Blue
65672 Standard-English 6” x 9” x 3-1/2” Yellow
65699 Standard-English 6” x 9” x 3-1/2” Red
65040 Standard-Spanish 6” x 9” x 3-1/2” Red
51171 XLarge-English 6” x 7-3/8” x 9-1/2” Red

* Padlocks Sold Separately.

Catalog # Description Color
145579 Mountable Lockbox Red
145580 Mountable Lockbox Yellow

* Padlocks sold separately.
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